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Race Header Install Guide 

Lexus IS350, IS250, GS350, GS300 
 

 
 
Kit Contents: 

1. PPE Lexus header set 
2. (2) O2 sensor wiring extensions 
3. (3) hex head bolts/washers 
4. (2) round header gaskets 
5. (2) weld-on O2 extensions for post cat sensors/plugs (optional) 
6. (2) high-flow cats with O2 sensor bungs (optional) 
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Installation: 
 
Passenger Side: 

1. Disconnect Battery 
a. Removing battery to gain access to O2 sensor harness 

 
 

2. Remove engine plastics, top and bottom 
3. Remove stock air box 

a. Gains access to remove and install header bolts 
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4. Remove midpipe/exhaust 
5. Remove upper manifold heat shield 
6. Remove dipstick and upper part of dipstick tube 

 
 

7. Remove manifold nuts and bottom 3 studs 
a. There is a plastic access panel behind the wheel on both sides 

8. Bend bracket holding 3 lines to the body to make more clearance. 
a. Using protective heat wrap is also an option. 

9. Install passenger side header 
a. You can use the 3 supplied bolts and washers instead of re-

installing the 3 lower studs/nuts.  This is optional.  
b. Using masking tape on the header will protect it from scratches 

during installation.  
10. Install O2 sensor wiring harness and O2 sensor onto header/harness 

a. Using anti-seize on the O2 sensor threads is recommended  
11. Re-install dipstick tube and dipstick. 
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Driver Side: 
 

1. Remove relay box and bracket in engine bay 
 

 
2. Locate center of steering shaft on spline with a marker so it can be put 

back into the same spot. 
a. * make sure the steering wheel and front wheels do not turn 

during installation. 
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3. Remove steering shaft 

 
 

4. Remove manifold nuts and remove manifold 
a. Use access panel behind wheel to get to some of the nuts. 

5. Install driver side header 
a. Use masking tape on the header to prevent scratching. 

6. Install O2 sensor wiring harness and O2 sensor onto header/harness 
a. Using anti-seize on the O2 sensor threads is recommended 
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7. Re-install steering shaft making sure to get it in the correct position. 
a. Make sure wheels and steering wheel are both strait when done. 

8. Re-install Relay box and bracket 
9. There is an aluminum A/C line that runs close to one of the header 

tubes.  It can be removed from its plastic clip and slightly bent to gain 
clearance.  Using heat reflective tape is also an option. 

 
Post Installation: 
 

1. Re-install midpipe/exhaust 
2. Weld O2 extensions on and plug existing O2 bungs 
3. If you have high-flow cats skip the above step and install cats into 

midpipe. 
a. Make sure there is good clearance between the cats and the 

floor heat shield. 
b. Weld O2 bungs in after the cats, angled toward the front of the 

car so that the sensors can reach them. 
4. Re-install air intake 
5. Re-install Upper and Lower plastics 
6. Re-install battery. 

 
 
 


